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Abstract: We adopted a notch method to study the infl uence of crack width (macro level) on chloride 
transport and binding of cracked concrete under a non-steady state migration test. The results show that 
migration coeffi cient of cracked concrete increases with increasing crack width up to a critical value (0.43 mm), 
for the whole concrete or the area close to crack; the increase of migration coeffi cient could be independent 
from crack parameter when a critical crack width is reached. For chloride binding, Langmuir isotherms of 
cracked concrete samples exhibit the similar decreasing trend as crack width increases from 0.27 to 1.96 mm. 
The increased current value could be responsible for the trend based on the hypothesis of electric force.
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1  Introduction
In recent years, transport properties and service-
life prediction of cracked concrete have already 
been concerned by lots of researchers. In order to 
simulate the real crack, both non-destructive notch 
and destructive mechanic methods are developed 
to investigate the influence of crack on transport 
properties[1-11]. As far as chloride transport is concern, 
migration test accelerated by electric force is an 
effective and rapid method to determine chloride 
resistance of concrete. B Gérard et al[1] proposed a 
mathematical model to predict the effect of cracking on 
the concrete diffusivity based on the crack assumption 
of uniform size and even distribution. Djerbi et al[2] 
adopted a splitting tensile test to study the effects of 
traversing cracks of concrete on chloride transport at 
a steady state migration test. Jang et al[3] found that 
the steady state migration coefficients increase with 
increasing crack widths when reaching 135 μm of the 
threshold crack width. Park et al [4] also found transient 
chloride migration coefficient in cracked concrete 
increases rapidly with increasing crack width from 0.1 
to 0.4 mm, and obtained its relationship with crack 
width. Marsavina et al[5] and Audenaert et al[6] adopted 
a notch method to study the influence of cracks on 
chloride penetration depth by means of non-steady state 
migration tests. 
However, the reported researches just measured 
the crack width on the surface of concrete, but do not 
quantify all crack parameters, such as crack length, 
depth, connectivity and density etc. One thing is worthy 
of notice, the splitting test is easy to produce several 
cracks on the concrete surface when operating the test. 
Besides, most of the crack reported is micro or meso 
level of crack, the value of which is lower than 0.2 mm. 
The other thing could not be neglected is the research 
on chloride binding of cracked concrete.
Based on the problem, NT BUILD 492 (non-
steady state migration test), a good theoretical 
foundation, short duration and simple calculation, 
were adopted to study the infl uence of artifi cial crack 
width on chloride transport and binding of cracked 
concrete. Considering the increasing application of 
self-compacting concrete (SCC) in huge construction 
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projects, it is interesting to choose SCC as the studied 
subject.
2  Experimental
2.1  Concrete composition
One SCC mix (M1) was used for the tests: 360 
kg/m³ CEM I 52.5 N, 240 kg/m³ calcite fi ller (Carmeuse 
MS), 853 kg/m³ river sand 0/4, 698 kg/m³ river gravel 
2/8 and 165 kg/m³ of water. According to literature[7], 
the following fresh properties have been obtained: 785 
mm of slump flow, 10.8 s of V-funnel time, 82% of 
L-box, 3.43% of sieve stability, 3.2% of air content and 
2 375 kg·m3 of density. The concrete specimens were 
stored in a climate room at 20 ± 2 ℃ and more than 90 
% R.H. until the age of 60 days. At 28 days, the M1 has 
a compressive strength of 74.6 MPa.
2.2 Testing methods
2.2.1 Crack preparation and characterization 
A notch method was used to prepare cracks 
by means of the positioning and removal after 
approximately 4 hours of thin copper sheets inside the 
specimen[5,6,8]. A copper sheet with a length of 60 mm 
but a different width from 0.1 to 2 mm were placed up 
to a depth of 20 mm in the concrete. After migration 
test, image analysis was conducted on the cut surface 
of the concrete sample to measure crack width and 
depth. The average crack width was determined based 
on measuring 30 points with a uniform distribution 
along the crack.
2.2.2 Migration test
A non-steady state migration test (CTH)-NT 
BUILD 492 1999-was carried out on the obtained 
concrete specimens. Prior to the migration test, the 
specimens were vacuum saturated with a saturated 
Ca(OH)2 solution. Then an external electrical potential 
of 30 volts was applied on the specimens for 24 hours 
that forced the chloride ions from the 10% NaCl 
solution to migrate into the specimens (the exposed 
face is casting surface with crack).
For each group of concrete, chloride profiles 
including water soluble chloride and acid soluble 
chloride were determined on three concrete specimens, 
which were the same specimens as used for the crack 
characterization. The mean value of three specimens 
was calculated.
2.2.3 Water soluble chloride
After migration test and crack characterization, 
all concrete specimens were ground into powder layer 
by layer (Approximately 2 mm thickness per layer). 
2.5 g dried powder (with size less than 160 μm) and 50 
mL de-ionised water were used to prepare a solution. 
Storing the solution for 24 hours at 20 ℃, 5 mL 
solution is titrated to determine the chloride content.
2.2.4 Acid soluble chloride
Using 5 mL of 0.3 mol/L nitric acid, 40 mL 
de-ionised water and the powder mentioned above, 
a solution was prepared to determine the chloride 
content. After boiling the solution, it was fi ltered into 
100 mL flask with deionised water. At last, 10 mL of 
the fi ltered solution was pipetted for determination of 
the concentration of chloride. The mass percentage 
unit of concentration for water soluble chloride can be 
transformed into molar concentration unit, mol/L:
 (1)
where C' is the water soluble chloride content, mol/L; 
ω is the water content of concrete by mass of sample, 
which is equal to 4.12 % in the present research. 
3  Results
3.1  Crack evaluation
The results of crack width and depth are shown 
in Table 1. For the notation, M1 means SCC without 
a crack; W means the crack width, mm; the number 
behind W stands for the width of copper sheet to 
prepare the crack; E means chloride transport by 
electric field. From Table 1, we observe a difference 
between preset and measured values in crack width 
or depth. However, the variation coefficients of 
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crack width or depth are acceptable for all concrete 
specimens. The measured values of crack length are in 
good agreement with the designed value (60 mm).
3.2  Chloride concentration
The contents of water and acid soluble chloride 
are shown in Fig.1 and 2 separately. For the water 
soluble chloride, all chloride profiles decreased with 
increasing distance from the exposure surface. The 
cracked concrete samples have higher chloride contents 
than sound concrete (M1E) when the distance is above 
10 mm. However, different cracked concrete samples 
seem to have no significant discrepancy. For the 
acid soluble chloride, similar results to water soluble 
chloride are observed in Fig.2. Besides, the content 
of acid soluble chloride is higher than that of water 
soluble chloride.
The error bars (equal to standard deviation) have 
some higher fluctuations at the distance ranging from 
2 to 6 mm. On the one hand, this phenomenon could 
be explained by the thickness fl uctuation of a grinding 
layer; on the other hand, the cracked concrete could 
include different quantities of chloride salts in cracks, 
which resulted in signifi cant fl uctuation.
3.3  Penetration depth
After migration test, 0.1 mol/L silver nitrate was 
sprayed on the split concrete specimens to measure 
chloride penetration depth in cracked concrete. Fig. 
3 shows the penetration profiles in different cracked 
concrete samples. The horizontal axis of the figure 
means the distance to the crack in which 0 mm stands 
for the position of crack (The same below). From Fig.3, 
higher values of penetration depth are observed at the 
distance to crack ranging from 10 to 10 mm, when 
comparing with sound concrete (M1E). Besides, the 
penetration depth increases with increasing crack width 
in that range, except for M1EW0.2 and M1EW0.5. 
The unexpected order in the results for M1EW0.2 and 
M1EW0.5 could be caused by random error during the 
measurements. 
All average values of penetration depth are 
summarized in Table 2. Firstly, the average penetration 
depth increases slightly with increasing crack width 
in the entire range from –30 to 30 mm. Secondly, the 
values of penetration depth show a bilinear behavior 
when the distance to the crack is rising from –10 to 
10 mm, while the M1EW1 sample has an unexpected 
fluctuation. Thirdly, the penetration depth seems to 
make a little change when the distance to crack is 
increasing from –30 to –20 mm or from 20 to 30 mm. 
The results of average penetration depth demonstrate 
that chloride transport in cracked concrete is inclined 
to choose the part close to the crack as the shortcut to 
ingress into concrete. 
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3.4  Migration coeffi cient
From the penetration profi le, the non-steady state 
Dnssm chloride migration coefficient can be calculated 
in the following equation described in NT BUILD 492 
1999[9]:
      (2)
where, Dnssm is the non-steady-state migration 
coeffi cient, ×10–12 m2/s; U is the absolute value of the 
applied voltage, V; T is the average value of the initial 
and fi nal temperatures in the anolyte solution, ℃; L is 
the thickness of the specimen, mm; xd is the average 
value of the penetration depths, mm; t is the test 
duration, hour.
According to Eq.(2), non-steady state migration 
coeffi cients of different cracked concrete samples can 
be calculated into Table 3. The results of migration 
coeffi cient show similar trend as for the results of the 
penetration depth. When increasing the crack width 
from 0 to 1.96 mm, the migration coeffi cient increases 
slightly from 6.95×1012 to 12.09×1012 m2/s as the 
distance to the crack ranging from 30 to 30 mm. 
By comparison, the migration coefficient increases 
from 6.95×1012 to 18.67×1012 m2/s as the distance 
ranging from –10 to 10 mm. Therefore, the migration 
coeffi cient of concrete nearby the crack is signifi cantly 
higher than that of the whole cracked concrete. Besides, 
the migration coeffi cients of concrete nearby the crack 
also exhibit a bilinear behavior. 
3.5  Chloride binding
The previous results show the infl uence of crack 
width on chloride transport at transient migration 
condition. The present part investigates the influence 
of crack width on chloride binding of cracked concrete 
under the role of an electric field. On basis of the 
relationship between bound chloride and free chloride, 
the following binding isotherm is proposed to describe 
the relation[10]:
Langmuir binding:    
(3)
where, Cb is the content of bound chloride, Cf is the free 
chloride content, and α and β are binding parameters.
All Langmuir binding isotherms are presented 
in Fig.4. For the cracked concrete, the results show 
that the content of bound chloride decreased with 
increasing crack width when content of water soluble 
chloride is higher than 1.08 mol/L. As the content is 
below this value, the content of bound chloride is close 
together for M1EW0.2, M1EW0.5 and M1EW1. The 
sound concrete (M1E) nearly has a content of bound 
chloride in the middle of M1EW0.1 and M1EW0.2. 
Theoretically, M1E should have the highest content of 
bound chloride in all the binding isotherms. However, 
the surface chloride concentration of cracked concrete 
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could be different from that of sound concrete. 
4  Discussion
4.1  Infl uence of crack width on chloride transport
The average penetration depth increases slightly 
with increasing crack width, in the whole testing range 
from 30 to 30 mm. However, the distance to the crack 
has a signifi cant infl uence on the penetration depth of 
cracked concrete. In general, the maximum penetration 
depth is found around 10 mm of the distance to the 
crack. The non-steady state migration coefficients of 
cracked concrete samples show similar results as the 
penetration depth: When the distance to crack increases 
from 10 to 10 mm, the migration coefficients 
of cracked concrete samples with different crack 
parameters show one order of magnitude higher values 
than that of sound concrete. Besides, we observed a 
bilinear relationship between the crack parameters and 
the migration coeffi cient in Fig.5. 
The results of migration coeffi cients are in good 
agreement with previous researches. Gérard and 
Marchand’s results[1] show that steady state migration 
coeffi cients of concrete with different crack widths are 
one order of magnitude higher than sound concrete. 
Djerbi et al[2] observed that the steady state migration 
coefficient increases with increasing crack width 
for ordinary and high performance concrete (Fig.5). 
Jang et al[3] also found that the steady state migration 
coeffi cients increase with increasing crack widths when 
reaching 135 μm of the threshold crack width (Fig.5). 
The bilinear behavior has already been reported 
by the following researchers. Audenaert[6] observes that 
an increasing maximum penetration depth is obtained 
for crack widths between 0 and 0.1 mm. For crack 
widths between 0.1 and 0.2 mm, this increase seems 
to be independent from the crack width. Djerbi[2] also 
obtains a bilinear relation between the crack width 
at the concrete surface and the diffusion coefficient 
through the crack in a steady state migration test (Fig.6).
Based on the discussion as mentioned above, we 
conclude that the infl uence of crack width on migration 
coefficient of cracked concrete could be divided into 
two parts: for the whole concrete or the area close to 
crack, the migration coefficient of cracked concrete 
increases with increasing crack parameter up to a 
critical value; the increase of migration coefficient 
could be independent from crack parameter when a 
critical crack width is reached. The critical value of 
crack width is 0.43 mm for the ranges studied.
4.2  Infl uence of crack width on chloride binding
According to literature[8], a theoretical equation is 
proposed to describe the relationship between electric 
force and current value based on some assumptions. 
      (4)
where, F is electric force, U is voltage, d is distance 
between cathode and anode, I  is current, and t is time.
In the present research, t, U and d are constant, so 
F is dependent on current I. Therefore, a higher current 
value leads to a higher electric force. Theoretically, 
the higher electric force has some negative effect on 
binding capacity of cement matrix, and maybe it is the 
reason why migration test has the lower bound chloride 
content than diffusion test in Castellotea et al [11]. 
In addition to electric force, the chloride binding 
also depends on concentration of chloride ions. 
Although the total chloride content of the migration 
test is constant, the surface content of chloride could be 
different for different testing samples.
The current values of testing samples are 
presented in Table 4.  The average value of current 
increases with increasing crack width, which means the 
electric force is increased too. The increasing electric 
force results in decreased bound chloride, which is 
consistent with our experimental results. However, 
some cracked concrete samples have a higher chloride 
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binding than sound concrete sample (M1E). The reason 
could be that sound concrete sample (M1E) has a low 
surface concentration of chloride than cracked concrete 
samples. Yuan[10] mentioned that a higher concentration 
of external chloride resulted in a high level of chloride 
binding. The further validation is necessary in future. 
5  Conclusions
a) The present paper studied the infl uence of crack 
width on chloride transport and binding of cracked 
concrete at a non-steady state migration test. After the 
test, the results show that cracked concrete samples 
have higher chloride content and penetration depth than 
sound concrete. However, the infl uence of crack width 
on chloride content at different depths of concrete 
seems not significant for the concrete samples with 
increasing crack width from 0.27 to 1.96 mm;
b) The migration coeffi cient of cracked concrete 
increases with increasing crack parameter up to a 
critical value for the whole concrete or the area close 
to crack; the increase of migration coeffi cient could be 
independent from crack parameter when a critical crack 
width is reached. The critical value of crack width is 
0.43 mm for the ranges studied.
c) The Langmuir binding isotherms of cracked 
concrete samples exhibit a similar decreasing trend 
as crack width increases from 0.27 to 1.96 mm. The 
increased current value could be responsible for the 
trend based on the hypothesis of electric force.
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